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Data sheet for module: OM-DQ (Drive CLiQ)

Article No. : 6SL4950-0AL00-0BA0O
Client order no. : Item no. :
Order no. : Consignment no. :
Offer no. : Project :
Remarks :
Electrical data | | Ambient conditions
Operating voltage (DC) 24.0V (20.4 ...28.8V) Ambient temperature during
External 24 V power supply required if Operation -20 ... 60°C (-4 ... 140 °F)
24 V supply via DRIVE-CLIQ
Transport -40...70°C (-40 ... 158 °F)
Current demand, max. 0.70 A
Storage -25...55°C(-13... 131 °F)
Power loss 2.4 W
Relative humidity
Inputs / outputs | without condensation 95 %

DRIVE-CLiQ interface
| Certificates

Number 2
Certificate of suitability CU, cULus (UL 61800-5-1, CSA 22.2 No.
RJ45, 100Mbit/s 274), EAC, RoHS Il, REACH, safety
according to EC 61800-5-2 and ISO

13849-1, Green Passport

Mechanical data |

Environmental compatibility RoHS Il, REACH, Green Passport
Degree of protection 1P20 / UL open type
Net weight 71.89(2.53 02)
Dimensions
Width 65.2 mm (2.57 in)
Height 44.8 mm (1.76in)
Depth 38.3 mm (1.51in)
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